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RETREAT OAKS
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Espen Oak
RET060SP

Inger Oak
RET058SP

Avar Oak
RET057SP

Gunvar Oak
RET1774SP

Malin Oak
RET1773SP

Tarill Oak
RET1770SP

au 03 9401 0888 
nz 0800 150 555
signaturefloors.com.au
signaturefloors.co.nz

Terms & Conditions: Specifications are subject to manufacturing tolerances and may be changed without prior notice. Dye lots may vary in colour from sample and between production lots. All product purchases are subject to 
Signature Floorcoverings Standard Terms & Conditions of Sale. Please refer to our Installation Guideline, Maintenance Manual and Warranty Document for further clarification.  

This warranty is in addition to and does not affect your statutory rights. Our goods come with guarantees that cannot be excluded under the Australian Consumer Law/NZ Consumer Guarantees Act 1993. You are entitled to a 
replacement or refund for a major failure and compensation for any other reasonably foreseeable loss or damage. You are also entitled to have the goods repaired or replaced if the goods fail to be of acceptable quality and the failure 
does not amount to a major failure.

Please refer to our warranties on: www.signaturefloors.com.au    www.signaturefloors.co.nz   9/2019©

Please refer to installation guidelines; if uncertain seek clarification prior.

W A T E R  P R O O F

F A M I L Y  P R O O F

F A D E  R E S I S T A N T
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Featuring the natural grain and texture 

of oak varieties, the Retreat Oaks 

collection creates stunning floors. 

Exceptionally hard wearing, Retreat 

Oaks are designed to suit your lifestyle 

in the hot Australian sun. Water-proof, 

fade-resistant and family-proof.
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•can be laid over tiled floors  •sub-floor should be clean & 
dry •can be laid over chipboard and tongue & groove flooring 
provided sub-floor is prepared in accordance with AS 1884 2012  
•uneven floors require sub-floor preparation where there is a 
height variation more than 3mm over 2m span in any direction 
•existing floors cannot be cushioned and need to be adhered to 
the sub-floor. Please refer to our installation instructions.   

TECHNICAL SPECIFICATIONS    
Plank Size  225 x 1842mm

Total Thickness  7.00mm (5.50mm board & 1.50mm backing)

Wear Layer  0.55mm   

Wear Layer Treatment  Quartz enhanced PUR coating

Wear Class  Commercial class 34 - very heavy traffic

Surface  Natural embossed, true to life timbers

Slip Resistance  P3  

Edge Design  Micro V groove 4 sided 

Fire Rating ISO 9239.1  Pass 

Underfloor Heating  Suitable for water based systems   

Planks per Box  4 pcs/box (1.66m2) - Oaks

  6 pcs/box (1.99m2) - Aussie Species

Installation Method  5G - no underlay - min. floor prep* required 

Warranty  Lifetime Residential, 15 Year Commercial


